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1. Executive summary 
AusNet undertook this Regulatory Investment Test for Transmission (RIT-T) to assess options to address the safety risks 

associated with low transmission line spans across its network, with a focus on high risk spans. The Project Specification 

Consultation Report (PSCR), which represents the first step in the RIT-T process, was published in November 2025. This 

Project Assessment Conclusions Report (PACR) represents the last step in the RIT-T process. 

Low span definition 

Overhead transmission lines are designed and constructed to maintain minimum standard electrical clearances for 

reliability and public safety, including under maximum operating temperature (MOT) conditions. A span is classified 

as a low span if the lowest point of the conductor does not maintain the required minimum ground clearance at 

MOT. Low spans increase the likelihood of flashover events, which can pose a safety risk to members of the public. 

AusNet risk-based approach to identifying and prioritising low spans  

AusNet undertook a three step risk assessment to identify low spans across its transmission network. It identified 114 

high risk low spans that need to be addressed. AusNet took a pragmatic risk-based approach to addressing these 

high risk low spans by prioritising them based on clearance, safety risk and land use. This led to the development of 

two priority categories (Priority 1 and Priority 2), which will be addressed in two staged tranches of work.  

AusNet identified 16 Priority 1 high risk 220kV low spans for Tranche 1 rectification. These spans have a combination of 

very low ground clearance (in some cases, less than 5m) and high risk land use, where areas beneath the overhead 

conductors are traversable by land owners or the public.  

AusNet has proposed to address the remaining Priority 2 high risk low span sites in the 2027-32 regulatory period, 

which do not form part of this RIT-T. 

Identified need - minimise safety risks from high risk low spans 

The identified need is to minimise the safety risks posed by low ground clearance spans in AusNet’s transmission 

networks as far as practicable in accordance with AusNet’s regulatory obligations under the Electricity Safety Act 

1998, AusNet’s Electricity Safety Management System and community safety expectations. In relation to this RIT-T, the 

identified need is specifically to minimise the safety risks posed by the 16 Priority 1 high risk 220kV low spans, which 

exhibit a combination of very low ground clearance and land use conditions that increase potential exposure to the 

public and land users. 

No material developments since the publication of the PSCR 

AusNet published the PSCR on 24 November 2025 and invited written submissions on the PSCR by 18 February 2026. 

No non-network proposals and no additional credible options were identified during the consultation period 

following the publication of the PSCR.  

Further, no material changes have occurred since the PSCR that have made an impact on the preferred option, 

Since the PSCR, AusNet has refined the capital expenditure for both Options 1 and 2, which has led to a reduction in 

the capital expenditure for both Options 1 and 2.  

Two credible options have been identified 

AusNet has identified two credible options: 

• Option 1: Modifications to existing assets 

This option raises conductors using one of/or combining the following modifications - conversion of suspension 

insulators to floating strain1, increase tension of conductor span, modify the structure purpose from suspension to 

strain. 

• Option 2: Installation of new taller poles 

This option lifts conductors by replacing existing towers with new taller poles, where appropriate, and applying 

appropriate tension on conductors spanning between two strain towers or poles. 

Consistent with the PSCR, both options increase the number of spans raised from 16 to 28 spans as the additional 12 

spans are adjacent spans within the same strain to strain section. Some of these additional spans are low spans. It is 

more efficient to remediate these spans together in this project given their location. 

 

1 A floating strain is a hybrid between a suspension and strain insulator arrangement. 
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AusNet does not consider that there are any credible non-network solutions to the identified need as conductors 

cannot be retired and non-network options will not mitigate the safety risks posed by low spans.  

Economic assessment approach 

AusNet has assessed the two credible options in accordance with the Australian Energy Regulator (AER)’s RIT-T 

application guideline. AusNet assessed the net economic benefit of each credible option against the Do 

Nothing/BAU base case (i.e. cost benefit analysis). 

The assessment approach includes testing the robustness of the investment decision through: 

• sensitivity analysis that involves varying each input assumption while holding all other inputs constant; and 

• assessing the credible options under three reasonable scenarios. 

RIT-T Conclusion - This PACR maintains the initial conclusion of the PSCR 

Based on the economic assessment, Option 2 is the preferred option to address the identified need because it 

maximises the present value of net economic benefit. Further to the economic analysis, Option 2 is the preferred 

solution for rectifying transmission line clearance issues, as it provides superior technical outcomes whilst mitigating 

significant engineering risks associated with Option 1. 

The estimated capital cost of Option 1 is $34.8 million (real 2025 dollars) with operating and maintenance cost 

expected to remain unchanged. Construction will commence in 2026 with project completion expected by 30 June 

2029. 

This is part of a wider program to address low spans across AusNet’s transmission network. AusNet has proposed to 

address the remaining low spans sites in the 2027-32 regulatory period. 

Next steps 

In accordance with clause 5.16B of the NER, within 30 days of the date of publication of this PACR, any party 

disputing the conclusion made in this PACR must give notice of the dispute in writing setting out the grounds for the 

dispute (the dispute notice) to the AER and provide a copy of the dispute notice to AusNet.  If there are no dispute 

notices within 30 days of the date of publication of this PACR, AusNet expects to implement the preferred option. 

Any questions regarding this report should be directed to: rittconsultations@ausnetservices.com.au with “Tranche 1 

low spans” in the subject field. 

mailto:rittconsultations@ausnetservices.com.au
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2. Introduction 
This Regulatory Investment Test for Transmission (RIT-T) evaluated options to address the safety risks posed by low 

spans on transmission lines in AusNet’s network, in particular high risk spans. The purpose of the RIT-T is to identify the 

credible option that maximises the present value of net economic benefit to all those who produce, consume and 

transport electricity in the National Electricity Market (the preferred option).  

The Project Specification Consultation Report (PSCR), which represents the first step in the RIT-T process was published 

in November 2025. The publication of this Project Assessment Conclusions Report (PACR) represents the last step in 

the RIT-T process in accordance with clause 5.16 of the National Electricity Rules (NER) and section 4.4 of the RIT-T 

Application Guidelines. 

This PACR describes the following: 

• the identified need that AusNet is seeking to address; 

• credible options that may address the identified need; 

• a summary of, and the RIT-T proponent’s response to, the submissions received to the PSCR, if any; 

• the assessment approach and assumptions that AusNet Services employed for this RIT-T assessment, 

including the specific categories of market benefits that are unlikely to be material; 

• the option evaluation; and 

• the identification of the preferred option. 

This investment need is presented in AusNet Services Asset Renewal Plan, published as part of AEMO’s 2025 Victorian 

Transmission Annual Planning Report (VAPR)2. 

It is part of a wider program to address identified high risk low spans across AusNet’s transmission network. AusNet has 

proposed to address the remaining high risk low span sites in the 2027-32 regulatory period.3 

 

 

2 AEMO, Victorian Annual Planning Report 2025, 2025-victorian-annual-planning-report.pdf, page 98 
3 AusNet, 2027-31 Revenue Proposal AMS 10-79 Transmission Line Conductors and Ground Wires Asset Management Strategy, October 2025, 

pages 20-23 

https://www.aemo.com.au/-/media/files/electricity/nem/planning_and_forecasting/vapr/2025/2025-victorian-annual-planning-report.pdf?rev=170d75d5022a4fa8842c0010e3cacc0e&sc_lang=en
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3. Identified Need 
This section outlines the need for investment, including the risk assessment methodology, pragmatic approach to 

addressing the outcomes of the risk assessment and the assumptions underpinning the identified need. 

3.1. Background to the identified need 
Low span definition 

Overhead lines are designed and constructed to achieve minimum standard electrical clearances for reliability, 

network safety and public safety purposes. Overhead lines are designed to the maximum operating temperature 

(MOT) a conductor may operate whilst still achieving the minimum electrical clearance.  

New lines are designed to meet the current industry standard for electrical clearances, AS/NZS 7000:2016 - Design of 

Overhead Lines. While there are legacy line spans that do not meet this standard, they are considered to meet 

AS/NZS 7000 under its grandfathering provisions if the lines were built to the standard required at the time of 

construction. 

The height of an overhead conductor above ground depends on the standard to which they were designed and 

built, operating temperature of the conductors (which affects sag), ground conditions, land use under the span, and 

position along the span (sag profile). Sag occurs when load on the conductor causes thermal expansion of the 

conductor such that the conductor between two poles or towers hangs low. If the conductor at its lowest point 

exceeds the minimum electrical clearance, it is deemed as a low span.   

Safety risks posed by low spans 

Legacy low spans present an elevated safety risk, due to their low ground clearance and the increasing use of taller 

vehicles and machinery by landowners and other users in the vicinity of these lines. The probability of flashover from 

overhead lines is influenced by land use and whether the span is traversable or not, i.e., ‘traversable’ is where a 

vehicle higher than 3m can drive under the span due to the land’s accessibility, terrain, topography, swampiness 

and/or steepness. A flashover from a low span can pose a safety risk to members of the public. 

3.1.1. Risk-based identification of low spans 

To assess the risks associated with low clearances, AusNet’s conducted a comprehensive and conservative 

assessment of its legacy lines to identify: 

• all 66kV spans under 7.5m (despite the standard being AS/NZS 7000 5.5-6.7m depending on traversability); 

• all 220kV spans under 7.5m (despite the AS/NZS 7000 standard being 6m for non-traversable lines); and 

• all 330kV low spans < 8m (irrespective of traversability). 

Table 1 shows 1,717 spans were subject to AusNet’s risk assessment as these spans have the potential to cause a 

flashover. For the avoidance of doubt, the inclusion of this relatively large number of spans in this assessment does 

not imply that remedial action is required. 

Table 1: AusNet’s risk assessment of low spans 

 

 

Figure 1 below shows that these 1,717 spans are concentrated across a relatively small number of lines in AusNet’s 

network. 
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Figure 1: Location of spans subject to low clearance risk assessment 

AusNet three-step risk assessment methodology for assessing low spans 

AusNet adopted a three-step risk assessment methodology to determine the appropriate course of action to address 

the risks associated with low clearances. It commenced with determining the probability of a flashover occurring 

from a conductor at MOT to an object below the conductor, as shown Figure 2. This calculation is consistent with 

industry standards ENA C(b)-1-2006, IEC 60071and EPRI guidance. 

 

Figure 2: Methodology for assessing the probability of flashover 

The second step in AusNet’s methodology was to assess the level of risk acceptability, having regard to the risk of a 

flashover occurring. This reflects AusNet’s as far as practicable approach where high risk levels must be reduced to at 

least negligible risk levels, whereas other risk levels (tolerable. negligible and trivial risks) may be mitigated by 

monitoring and additional controls. This methodology is summarised in Figure 3 below. 
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Figure 3: Overview of risk acceptability levels in relation to flashovers 

The third step in the methodology examines the costs and benefits of taking remedial action to reduce the 

probability of a flashover as explained in Figure 4 below. In many instances, the expected benefit from increasing the 

clearance is substantially below the costs of remedial action, even after applying a disproportionality factor which 

recognises AusNet’s obligation to reduce safety risk to as far as practicable.  

 

Figure 4: Cost Benefit Assessment of raising the span clearance. 

3.1.2. Pragmatic approach to addressing low spans 

In applying the above three-step methodology and considering the risks associated with low clearances, AusNet 

identified 114 high risk low spans that need to be addressed. The majority of high risk spans are on 220kV and 330kV 

lines and most of these lines are traversable. 

AusNet took a pragmatic risk-based approach to addressing these high risk low spans by prioritising them based on 

clearance, safety risk and land use. This led to the development of two priority categories (Priority 1 and Priority 2), 

which will be addressed in two staged tranches of work.  

AusNet identified 16 Priority 1 high risk 220kV low spans for Tranche 1 rectification. Table 2 shows details of these 

spans. AusNet has proposed to address the remaining Priority 2 high risk low span sites in the 2027-32 regulatory 

period, which do not form part of this RIT-T. 
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Table 2: High risk priority 1 220kV low spans  

 

‘* - ERTS-CBTS No.2 T001-2 and HWPS-ROTS T263-264 are <5 metres at MOT, with High Risk of Flashover 

3.2. Description of the identified need 
The identified need is to minimise the safety risks posed by low ground clearance spans in AusNet’s transmission 

networks as far as practicable in accordance with AusNet’s regulatory obligations under the Electricity Safety Act 

1998, AusNet’s Electricity Safety Management System and community safety expectations. In relation to this RIT-T, the 

identified need is specifically to minimise the safety risks posed by the 16 Priority 1 high risk 220kV low spans, which 

exhibit a combination of very low ground clearance and land use conditions that increase potential exposure to the 

public and land users.  

 

3.3. Assumptions underpinning the identified need 
This section summarises the assumptions underpinning the identified need, focusing on the consequences of the risk 

of flashover due to a low clearance.  

3.3.1. Health and safety risks 

The Electricity Safety Act 1998 requires AusNet to design, construct, operate, maintain, and decommission its network 

to minimise hazards and risks to the safety of any person as far as practicable or until the costs become 

disproportionate to the benefits from managing those risks.  

AusNet has adopted a well-accepted methodology for estimating the risk of a flashover, which is a key assumption 

that underpins the identified need. See section 3.1.1. 

By applying this methodology, AusNet is able to attribute a cost to the safety risks from a flashover by considering the 

value of statistical life to estimate the benefits of reducing the risk of death4 and applying a disproportionality factor.5 

AusNet’s approach to assessing the safety risk and consequence is consistent with the guidance provided by the 

AER.6  

 

4  Department of the Prime Minister and Cabinet, Australian Government, “Best Practice Regulation Guidance Note: Value of statistical 

life,” available at https://www.pmc.gov.au/resource-centre/regulation/best-practice-regulation-guidance-note-value-statistical-life. 
5  Health and Safety Executive’s submission to the1987 Sizewell B Inquiry suggesting that a factor of up to 3 (i.e. costs three times larger 

than benefits) would apply for risks to workers; for low risks to members of the public a factor of 2, for high risks a factor of 10. The 

Sizewell B Inquiry was a public inquiry conducted between January 1983 and March 1985 into a proposal to construct a nuclear power 

station in the UK. 
6  AER, “Industry practice application note for asset replacement planning,” available at https://www.aer.gov.au/networks-

pipelines/guidelines-schemes-models-reviews/industry-practice-application-note-for-asset-replacement-planning. 

High-risk Span Traversability Land Use Category

Existing Ground 

Clearance at 

MOT (m)

AS/NZS7000 MOT 

Ground 

Clearance (m)

Min. Ground 

Clearance with 

Solution (m)

Solution Type

BATS-BETS T195-196 Traversable CROP FARMING 6.31 7.5 8.59
New Strain Pole @P195A; Re-

tension span

BATS-BETS T197-198 Traversable CROP FARMING 6.11 7.5 8.39 Re-tension span

BATS-BETS T198-199 Traversable CROP FARMING 6.51 7.5 8.79 Re-tension span

BATS-BETS T199-200 Traversable CROP FARMING 6.51 7.5 8.79 Re-tension span

BATS-BETS T200-201 Traversable CROP FARMING 6.09 7.5 8.21 Re-tension span

BATS-BETS T201-202 Traversable CROP FARMING 6.11 7.5 8.54 Re-tension span

BATS-BETS T202-203 Traversable CROP FARMING 6.06 7.5 8.54
New Suspension Pole 

@P202A ; Re-tension span

BATS-BETS T205-206 Traversable CROP FARMING 6.46 7.5 8.74 Re-tension span

BATS-BETS T206-207 Traversable CROP FARMING 6.44 7.5 8.72
Re-tension span;  New 

Strain Pole @ P208A

BATS-BETS T224-225 Traversable CROP FARMING 5.52 7.5 8.24
New Strain Pole@ P224A; Re-

tension span

BATS-BETS T228-229 Traversable CROP FARMING 6.29 7.5 8.57 Re-tension span

BATS-BETS T229-230 Traversable CROP FARMING 6.13 7.5 8.41 Re-tension span

BATS-BETS T230-231 Traversable CROP FARMING 5.93 7.5 8.57
Re-tension span; New Strain 

Pole @ P231A

ERTS-CBTS T001-002 Non-Traversable* COMMERCIAL 4.85 6.0 6.74 Floating strain at T002

HWPS-ROTS T263-264 Traversable FARMING 4.20 7.5 8.15
New Suspension Pole 

@P263A 

HWPS-ROTS T335-336 Traversable COMMERCIAL 5.62 7.5 7.85
New Suspension Pole 

@P335A 
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3.3.2. Bushfire risks 

Some transmission lines are situated in easements that traverse areas of high density fuel load, including  grasslands 

and forests. In extreme weather conditions ground fires started close to such fuel loads can develop into bushfires. 

Bushfire loss consequence modelling performed by Dr. Kevin Tolhurst of Melbourne University has enabled the 

establishment of quantitative bushfire consequence values for transmission line assets.  

AusNet regards a proactive asset inspection and replacement program as essential in continuing to minimise 

bushfire risk in accordance with our regulatory obligations and community expectations. AusNet has assumed that 

flashovers from low spans are unlikely to ignite a fire, given AusNet’s rigorous vegetation management of transmission 

easements and wide transmission easements. While there is a negligible chance a flashover can start a bushfire, this 

risk has conservatively not been included in the cost-benefit assessment. 

3.3.3. Other assumptions 

In the event of a flashover event from a low span, AusNet has assumed that: 

• costs will not be incurred in replacing assets or any consequential damage to other assets; and 

• there will be no market impact arising from the event. 

AusNet considers these assumptions to be reasonable, noting that any costs associated with asset damage or 

market impacts are likely to be modest compared to the safety impacts of a flashover event. 
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4. Credible Options 
This section sets out the potential credible options that have been considered to meet the identified need, including:  

• the technical characteristics of each option 

• the estimated construction time and commissioning date 

• the total indicative capital and operating and maintenance costs 

• whether the credible option is likely to have a material inter-network impact. 

AusNet has identified two technically and commercially credible options that can be implemented in time to meet 

the identified need. These two credible options, that have been considered with reference to the business as usual 

(BAU) base case, are: 

• Option 1: Modifications to existing assets 

This option raises conductors using one of/or combining the following modifications - conversion of suspension 

insulators to floating strain7, increase tension of conductor span, modify the structure purpose from suspension to 

strain. 

• Option 2: Installation of new taller poles 

This option lifts conductors by replacing existing towers with new taller poles, where appropriate, and applying 

appropriate tension on conductors spanning between two strain towers or poles. 

For both credible options, AusNet expects operating and maintenance costs will remain unchanged from the base 

case and are not expected to have an inter-network impact. 

Consistent with the PSCR, both options increase the number of spans rectified from 16 to 28 spans as the additional 

12 spans are adjacent spans within the same strain to strain section. Some of these additional spans are low spans. It 

is more efficient to remediate these spans together in this project given the same location. 

AusNet has also identified three options that are not considered credible as outlined in section 4.4. These options 

have been excluded from the economic option assessment. 

4.1. Base case: Do Nothing / Business as Usual (BAU) 
Under the Do Nothing/BAU base case, AusNet will not undertake any proactive capital investment to remediate the 

low spans, besides the normal operational and maintenance processes. Although there is no capital cost for this 

option, it has significant risk costs associated with it. 

AusNet does not consider the Do Nothing/BAU base case as a credible option for the 16 high risk low spans due to 

the safety risks associated with the base case. However, it is an appropriate basis for assessing credible options. All 

costs and benefits of each credible option are compared against those of the base case. 

4.2. Option 1: Modifications to existing assets 
Option 1 leverages existing infrastructure without requiring new structures to raise the conductors. This approach 

encompasses section re-tensioning, upgrading suspension insulator sets to floating strain sets, converting suspension 

towers to strain configurations through crossarm modifications, and strengthening existing towers. The scope also 

includes provisional works for potential footing reinforcement to provide structural integrity to the existing towers.  

By utilising and enhancing existing assets, this option offers a mitigation strategy that addresses clearance 

requirements while minimising the need for additional land acquisition and new construction activities required for 

new overhead lines. 

The total capital expenditure for this option is estimated to be $36.1 million (real 2025 dollars).  

Construction would commence in 2026 with project completion expected by 30 June 2029. 

4.3. Option 2: Installation of new taller poles 
Option 2 raises conductors by replacing existing towers with new taller poles and applying appropriate tension on 

conductors spanning between two strain towers or poles by increasing or balancing the tension of the conductor 

spans.  

By installing new poles, this option provides a more streamlined solution that avoids the complexity and potential 

structural risks associated with modifying existing assets in Option 1. Unlike Option 1, Option 2 eliminates the need for 

extensive strengthening works on existing towers, such as cruciform leg reinforcement and/or footing modification, 

 

7 A floating strain is a hybrid between a suspension and strain insulator arrangement. 
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while effectively mitigating the risk of unbalanced tension forces that could result from re-tensioning isolated 

conductor sections. 

The total capital expenditure for this option is estimated to be $34.8 million (real 2025 dollars).  

Construction will commence in 2026 with project completion expected by 30 June 2029. 

4.4. Options considered but not progressed 
AusNet has considered the following additional options and has deemed them as not credible due to the reasons 

outlined below. 

• Non-network solution – AusNet does not consider there is any credible non-network options to meet the 

identified need as conductors cannot be retired and non-network options will not mitigate the safety risks posed 

by low spans. 

• Increase line inspections – Increased inspections will not rectify low spans nor mitigate the safety risks posed by 

low spans  

• Construct new lines that are compliant with AS/NZS 7000 – It is not commercially viable to construct new 220kV 

transmission lines, given the exorbitant cost. 

4.5. No material inter-network impact is expected 
None of the credible options to remediate low spans will change the transmission network configuration and none of 

the network options considered are likely to have a material inter-network impact.  A ‘material inter-network impact’ 

is defined in the NER as:  

“A material impact on another Transmission Network Service Provider’s network, which may include (without 

limitation): (a) the imposition of power transfer constraints within another Transmission Network Service 

Provider’s network; or (b) an adverse impact on the quality of supply in another Transmission Network Service 

Provider’s network.”   
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5. Assessment approach 
This section outlines AusNet’s approach to assessing the net economic benefit of each credible option against the 

Do Nothing/BAU base case (i.e. cost benefit analysis). The economic net present value (NPV) assessment of credible 

options has been based on: 

• Key assessment parameters in section 5.1 

• Risks set out in section 3.3 

• Materiality of each class of market benefits under the RIT-T in section 5.2  

• Estimated option cost in section 5.3 

Scenarios analysis and sensitivity testing have been used to address uncertainty in the cost benefit assessment of 

credible options as set out in sections 5.4 and 5.5. 

5.1. Key assessment parameters 
20 year assessment period 

Consistent with AER’s RIT-T application guidelines8, AusNet undertook a cost-benefit analysis to evaluate and rank the 

net economic benefits of all credible options over a 20 year assessment period. This period takes into account the 

size, complexity and expected asset life of the credible options. 

AEMO’s 7 per cent real pre-tax discount rate has been used  

A real pre-tax discount rate of 7.0 per cent has been adopted as the central assumption for the NPV analysis, which 

is consistent with AEMO’s latest Input Assumptions and Scenarios Report (IASR).9 

5.2. Material classes of market benefits 
NER clause 5.15A.2(b)(4) sets out the classes of market benefits that must be considered in a RIT-T.  As per NER clause 

5.15A.2(b)(6), all classes of market benefit must be considered in the RIT-T unless the RIT-T proponent is able to provide 

reasons why a particular class of market benefit is unlikely to be material or the estimated cost of undertaking the 

analysis to quantify the market benefit is likely to be disproportionate to the scale, size and potential benefits of each 

credible option. 

Table 3 discusses our approach to each of the market benefits in NER clause 5.15A.2(b)(4) for the credible options. It 

has remained unchanged from the PSCR with no material classes of market benefits. 

Table 3: Analysis of Market Benefits 

Class of Market Benefit Analysis 

(i) changes in fuel consumption arising through 

different patterns of generation dispatch; 

The credible options are not expected to have any impact 

on this class of market benefit. 

(ii) changes in voluntary load curtailment; 
The credible options are not expected to lead to changes in 

voluntary load curtailment.  

(iii) changes in involuntary load shedding with the 

market benefit to be considered using a 

reasonable forecast of the value of electricity to 

consumers; 

The credible options are not expected to have a material 

impact on involuntary load shedding, given the level of 

redundancy in the transmission network. 

(iv) changes in costs for parties, other than the 

RIT-T proponent, due to differences in: 

(A) the timing of new plant; 

(B) capital costs; and 

(C) the operating and maintenance 

costs; 

There is not expected to be any difference between the 

credible options for these matters. 

 

8 AER, Regulatory investment test for transmission application guidelines, November 2024, page 64 
9 AEMO, 2025 Inputs, Assumptions and Scenarios Report, August 2025, page 158 
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Class of Market Benefit Analysis 

(v) differences in the timing of expenditure; 
There is not expected to be any difference between the 

credible options. 

(vi) changes in network losses; 
The credible options will not result in changes to electrical 

energy losses. 

(vii) changes in ancillary services costs 
The credible options will not have any impact on ancillary 

service costs. 

(viii) change in Australia’s greenhouse gas emissions 
The credible options will not have any impact on Australia’s 

greenhouse gas emissions. 

(ix) competition benefits 
The credible options will not provide any competition 

benefits. 

(x) any additional option value (where this value 

has not already been included in the other 

classes of market benefits) gained or foregone 

from implementing the credible option with 

respect to the likely future investment needs of 

the National Electricity Market; 

There will be no impact on the option value in respect of the 

likely future investment needs of the NEM. 

(xi) any other class of market benefit determined 

to be relevant by the AER. 

There are no other classes of market benefit that are 

relevant to the credible options. 

 

5.3. Approach to estimating option cost 
The costs for each option have been calculated by AusNet’s cost estimation team using a bottom up build of 

project components based on recent similar project costs and scope.  All cost estimates are in real 2025 dollars. 

AusNet estimates actual costs are expected to be within +/-30 per cent of the central capital cost estimate.  

AusNet has included $2.7 million of social licence cost in the cost estimate for both options. It reflects the specific 

needs required to manage a politically sensitive area traversed by the low spans in this project. The cost been based 

on a bottom up build of community engagement, landholder liaison, land access, landholder compensation, 

property mitigation measures and issues resolution and reporting costs. 

The costs presented includes direct cost, overheads and financing charges.  The cost estimates do not include: 

• cost escalation for materials 

• contingency allowance 

• operating and maintenance costs as they are not expected to be material for this RIT-T. 

5.4. Sensitivity analysis  
The robustness of the investment decision have been tested by a sensitivity analysis. It has been assessed against the 

central estimate by varying each variable while holding all other variables constant.   

Table 4 sets out the key assumptions varied as part of the sensitivity analysis for this PACR. It sets out the upper and 

lower bounds of the range of values for each of these variables.  

Table 4: Key assumptions varied in sensitivity analysis 

Variable Lower bound estimate 
Central (most likely) 

estimate 
Upper bound estimate 

Safety risk cost 75% of central estimate Assessed safety risk cost 125% of central estimate 

Option capital 

cost 
70% of central cost estimate Central cost estimate 130% of central cost estimate 

Real pre-tax 3.0% 7.0% 10% 
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Variable Lower bound estimate 
Central (most likely) 

estimate 
Upper bound estimate 

discount rate10 

The safety risk cost is a combination of the probability and consequence of a safety incident. As the consequence of 

a safety incident is based on the value of a statistical life, the safety risk cost is only affected by variations in the 

probability of a safety incident occurring. Hence, the lower and central bounds of safety risk cost shown in Table 4 

represents the variations in the probability of a safety incident.  

There is some level of uncertainty in the cost estimates, given the early stage of the project. Hence, AusNet has 

included cost estimates as one of the variables in the sensitivity analysis with the lower and upper bound based on 

the cost estimation expected accuracy. 

Discount rates are subject to change, given the current economic climate. Hence, AusNet has included discount 

rate as one of the variables in the sensitivity analysis with the lower, central and upper bound pre-tax real discount 

rates based on AEMO’s 2025 IASR.11  

5.5. Description of reasonable scenarios  
NER clause 5.15A.2(b)(1) requires a RIT-T cost benefit analysis to include an assessment of reasonable scenarios of 

future supply and demand if each credible option were implemented compared to the situation where no option is 

implemented.  

AEMO’s Integrated System Plan (ISP) scenarios are not relevant to this RIT-T 

The RIT-T must include any of the AEMO Integrated System Plan (ISP) scenarios from the most recent AEMO’s Inputs, 

Assumptions and Scenarios (IASR) that are relevant unless:12  

• the RIT–T proponent demonstrates why it is necessary to vary, omit or add a reasonable scenario to what 

was in the most recent IASR 

• the new or varied reasonable scenarios are consistent with the requirements for reasonable scenarios set out 

in the RIT–T instrument. 

AusNet considers the current ISP scenarios are not relevant to this RIT-T because they predominately relate to 

wholesale market benefits, which are not relevant to this RIT-T.  

Three reasonable scenarios have been used in this RIT-T in accordance with AER’s RIT-T requirements 

The AER’s RIT-T application guidelines states the number and choice of reasonable scenarios must be proportional to 

the scale and likely impact of the credible options, and the choice of reasonable scenarios must reflect any 

variables or parameters that are likely to affect the ranking or sign of the net economic benefit of any credible 

option.13 

In accordance with the above RIT-T application guidelines, AusNet have developed three reasonable scenarios that 

are relevant to this RIT-T: 

• central scenario – represents the most likely outcome. It adopts the central estimate for each variable in the 

economic assessment 

• low benefits and high cost scenario – represent a pessimistic scenario where the lower bound of potential 

benefits are achieved with the upper bound of capital cost 

• high benefits and low cost scenario – represent an optimistic scenario where the higher bound of potential 

benefits are realised with the lower bound of capital cost 

Table 5 summarises the key assumptions for each of these scenarios based on the upper and lower bounds of each 

variable shown in Table 4. 

All three scenarios are weighted equally (33.3%) as there is nothing to suggest an alternate weighting would be more 

appropriate. 

 

10 All discount rates as recommended in the AEMO 2025 Inputs, Assumptions and Scenarios Report (IASR) 
11 AEMO, 2025 Inputs, Assumptions and Scenarios report, August 2025, page 158 
12 AER, Regulatory investment test for transmission application guidelines, November 2024, page 43 
13 AER, Regulatory investment test for transmission application guidelines, November 2024, page 44 
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Table 5: Summary of key assumptions for each scenario 

Variable 
Low benefits and high 

cost scenario 
Central (most likely) 

scenario 
High benefits and low cost 

scenario 

Safety risk cost 75% of central estimate Assessed safety risk cost 125% of central estimate 

Option capital 

cost 
130% of estimated cost Estimated cost 70% of estimated cost 

Real pre-tax 

discount rate14 
10% 7.0% 3.0% 

After identifying the preferred option, AusNet undertook a threshold analysis to determine the boundary values for 

discount rate which will change the RIT-T outcome (i.e. the preferred option changes).  

 

14 All discount rates as recommended in the AEMO 2025 Inputs, Assumptions and Scenarios Report (IASR) 



 

 RIT-T PACR – Tranche 1 Rectification Low Spans Priority 

Sites 16 
 

PUBLIC 

6. Economic assessment of credible 

options 
This section presents the results of the economic cost benefit analysis to determine the preferred option. It compares 

the costs and benefits of the credible options to the ‘do nothing’/BAU base case. Benefits of the credible option are 

represented by a reduction in costs or risks compared to the ‘do nothing’/BAU base case.  

All costs are shown in real 2025 dollars. 

6.1. Central estimates NPV results 
Table 6 summarises the present value of the net economic benefits of each credible option relative to the ‘do 

nothing’/BAU base case. The safety risk benefit is the reduction in safety risk compared to the safety risks of the ‘do 

nothing’/BAU base case. 

As shown in Table 6, Option 2 has a higher NPV compared to Option 1 as it has a lower capital expenditure for the 

same safety risk benefits.  

Table 6: Net economic benefits relative to base case for the central estimates ($ million, PV) 

Option 
Option 

capital cost 
Option operating 

expenditure 
Benefit 

NPV net 
economic benefit 

Option 
ranking 

Option 1 - Modifications 

to existing assets 
31.5 

- 
60.7 29.2 2 

Option 2 - Installation of 

new taller poles 
30.4 

- 
60.7 30.3 1 

 

6.2. Sensitivity analysis 
Table 7 shows the net economic benefit of each credible option for each sensitivity analysis as set out in Table 4. 

As shown in Table 7, Option 2 has a positive NPV for all sensitivity analysis. It also has a higher NPV than Option 1 for all 

sensitivity analysis. 

Table 7: Net economic benefits relative to base case for each sensitivity analysis ($ million, PV) 

Option 
Central 

case 
Low safety 

risk 
High safety 

risk 
Low option 

cost 
High 

option cost 

Low 
discount 

rate 

High 
discount 

rate 

Option 1  29.2 14.0 44.4 38.7 19.8 51.9 18.6 

Option 2  30.3 15.1 45.5 39.4 21.2 53.1 19.6 

 

6.3. Scenario analysis 
As set out in section 5.5, all three scenarios are weighted equally (33.3%) to determine the option’s expected net 

economic benefit. Table 8 summarises the present value of the net economic benefits for each credible option 

across the three scenarios and the weighted net economic benefits of each credible option.  

As evidenced by Table 8, Option 2 provides the highest weighted NPV of $37.8 million. While both options present a 

negative NPV for the low benefits and high cost scenario, this extreme pessimistic scenario is not expected to 

eventuate. 

Table 8: Net economic benefits relative to base case for the three scenarios ($ million, PV) 

Option 
Low benefits and high 

cost scenario 
Central (most likely) 

scenario 
High benefits and 
low cost scenario 

Weighted 
NPV 

Option 
ranking 

Option 1 -2.5 29.2 83.5 36.8 2 
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Option 
Low benefits and high 

cost scenario 
Central (most likely) 

scenario 
High benefits and 
low cost scenario 

Weighted 
NPV 

Option 
ranking 

Option 2 -1.2 30.3 84.4 37.8 1 

 

6.4. Preferred Option 
Option 2 (Installation of new taller poles) is the preferred option because it has the highest weighted positive NPV 

compared to Option 1 and it has the highest NPV for all sensitivity analysis.  

See Appendix A for detailed scope of works for Option 2. Construction will commence in 2026 with project 

completion expected by 30 June 2029. 

The total capital expenditure for this option is estimated to be $34.8 million (real 2025 dollars). The main capital 

expenditure elements are: 

• Design and studies $1.65 million 

• Internal labour $5.27 million 

• Materials $3.01 million;  

• Plant and equipment $0.14 million. 

• Contracts $22.5 million 

• Other, including overheads and finance charges $2.2 million 

6.5. Threshold analysis 
AusNet has undertaken a threshold analysis to identify whether a change in the discount rate would change the RIT-T 

outcome. It entailed solving for the discount rate that would result in Option 2 not being the preferred option. The 

results suggest that there is no reasonable discount rate that would change the RIT-T outcome. 
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7. Conclusion 
Option 2 is the preferred option as per NER clause 5.15A.2(b)(12) because it is the credible option that maximises the 

present value of net economic benefit to all those who produce, consume and transport electricity in the NEM. In 

accordance with clause 5.16.4(k)(9)(iv) of the NER, the analysis undertaken and the identification of Option 2 as the 

preferred option satisfies the RIT-T as demonstrated in Appendix B. 

It reduces safety risks of high risk low spans by replacing existing towers with new taller poles and applying 

appropriate tension on conductors spanning between two strain towers or poles.  

The estimated capital cost of Option 2 is $34.8 million (real 2025 dollars) with operating and maintenance cost 

expected to remain unchanged. Construction will commence in 2026 with project completion expected by 30 June 

2029. 

Further to the economic analysis, Option 2 is the preferred solution for rectifying transmission line clearance issues, as 

it provides superior technical outcomes whilst mitigating significant engineering risks associated with Option 1, as 

summarised below: 

• Elimination of complex strengthening requirements 

Option 2 removes the need for major structural modifications to existing infrastructure by installing new poles 

rather than retrofitting existing towers. This approach avoids complex and costly cruciform leg and footing 

reinforcement work on existing structures while eliminating concerns about structural and foundation integrity. 

Instead of intricate modification work, the project involves installation of new poles designed to current 

standards, significantly reducing construction complexity and uncertainty. 

• Superior load and tension management 

The new pole approach provides better load management along the strain-to-strain section by preventing 

unbalanced tension forces due to partial re-tensioning of existing systems. Complete structural replacement 

provides uniform load distribution across all spans, as new poles are specifically designed for the required tension 

loads.  

• Design flexibility and futureproofing  

New pole installation offers significant design advantages, including height optimization to meet specific 

clearance requirements, using composite insulator strings, and construction to modern AS/NZS 7000 engineering 

standards. This approach provides future-proofing benefits through new assets with extended service life, 

ensuring long-term operational efficiency and reliability. 

• Increased structural integrity and reduced construction risk  

New poles provide structural integrity assurance through purpose-built foundations that eliminate concerns 

about existing foundation capacity, with all components meeting the latest performance requirements. This 

significantly reduces failure probability compared to modified existing infrastructure. The construction approach 

offers predictable outcomes using well-established installation procedures, providing full oversight of materials 

and construction quality control that is not possible when working within the constraints of existing structure 

modifications. 

• Long-term asset management  

New poles deliver extended asset life, providing decades of reliable service compared to strengthening existing 

towers. The structures are designed specifically for required clearances and operating conditions, ensuring 

performance certainty and reducing long-term operational risks. 

• Smoother and safer project execution 

Option 2 requires comprehensive preparatory work including new geotechnical studies for foundation design, 

structural engineering for poles and foundations to current standards, and site-specific assessments to provide 

customised solutions for each location's unique requirements. During execution, it provides cleaner construction 

sites through removal and replacement rather than complex modification work, resulting in reduced outage 

duration and lower construction safety risks compared to extensive strengthening work on existing structures. 

• Better performance  

Option 2 significantly outperforms tower strengthening by eliminating uncertainty about existing structure 

capacity and avoiding the complex engineering challenges of retrofitting existing assets. New pole installation 

prevents unbalanced tension forces across the strain-to-strain section and facilitates consistent performance 

across all spans compared to partial re-tensioning approaches. 

7.1. Submissions 
In accordance with clause 5.16B of the NER, within 30 days of the date of publication of this PACR, any party 

disputing the conclusion made in this PACR must give notice of the dispute in writing setting out the grounds for the 
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dispute (the dispute notice) to the AER and provide a copy of the dispute notice to AusNet.  If there are no dispute 

notices within 30 days of the date of publication of this PACR, AusNet expects to implement the preferred option.  

Any questions regarding this report should be directed to: rittconsultations@ausnetservices.com.au with “Tranche 1 

low spans” in the subject field. 

 

  

mailto:rittconsultations@ausnetservices.com.au
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Appendix A – Option 2 detailed 

scope of works 
Option 2 scope of work is set out in Table 9. 

Table 9: Option 2 scope of works 

Line 

Section 

Voltage 

/ Circuit 

Proposed Rectification Works Remarks 

BATS-BETS 

T195 to 

T208  

220kV / 

Single 

Circuit  

1. Supply and install new 40m strain steel pole offset 

from the existing tower T195 towards T194. 

Assume new foundation is 2.1m bored pile with 

10m depth.  

• New 6 nos. strain insulator sets, 1 OHEW set 

2. Supply and install new 42m suspension steel pole 

offset from the existing tower T202 towards T203. 

Assume new foundation is 1.5m bored pile with 

10m depth. 

• New 3 nos. suspension insulator sets, 1 OHEW set 

3. Supply and install new strain steel pole offset from 

the existing tower T208 towards T207. Assume 

new foundation is 2.1m bored pile with 10m 

depth.  

• New 6 nos. strain insulator sets, 1 OHEW set.  

4. Convert bottom phase suspension to floating 

strain @T201. 

5. Re-tension section T195-T208 (total of 13 spans), 

all phases required. 

6. Prior to re-tensioning work, tower strengthening 

works may be required for existing three towers 

T194, T203, T207 tower @0.3ton 

o Original tension 

section T174-T200, 

T200-T268 

o Four non-priority 1 

spans: T196-T197, 

T203-T205, T207-

T208 

o Allow 30T for strain 

poles @ T195, T208 

& 20T for 

suspension Pole @ 

T202 

o Convert bottom 

phase suspension 

to floating strain (2 

sets of strain 

insulators) 

BATS-BETS 

T224 to 

T231  

220kV / 

Single 

Circuit  

1. Supply and install new 44m strain steel pole offset 

from the existing tower T224 towards T223. 

Assume new foundation is 2.1m bored pile with 

10m depth.  

• New 6 nos. strain insulator sets, 1 OHEW set 

2. Supply and install new 36m strain steel pole offset 

from the existing tower T231 towards T232. 

Assume new foundation is 2.1m bored pile with 

10m depth.  

• New 6 nos. strain insulator sets, 1 OHEW set 

3. Re-tension section T224-T231 (total of 7 spans), all 

phases required 

Prior to re-tensioning work, tower strengthening 

works may be required for any of the existing 

towers (TBC) 2 tower @0.3ton 

o Original tension 

section 200-268  

o Three non-priority 

1 spans: T225-T228 

o Total of 6 phase 

crossarm 

modification and 

12 new strain sets 

for suspension to 

strain conversion 

@ T224 and T231. 

o Allow 30T for strain 

poles @ T224 and 

T231 

HWPS-

ROTS T263 

to T267   

220kV / 

Double 

Circuit  

1. Supply and install new 47m suspension steel pole 

offset from the existing tower T263 towards T264. 

Assume new foundation is 2.4m bored pile with 

10m depth.  

• New 6 nos. suspension insulator Sets, 1 OHEW set 

(OPGW STRAIN SET) 

2. Balance the tensions by un-clamp and re-clamp 

the suspension clamps on adjacent existing 

suspension towers. 

3. Install qty 1 No. of OPGW splice box on adjacent 

tower T261 and string one span of new OPGW 

o Original tension 

section T177-T267 

o Three non-priority 

1 spans: T264-T267 

o Allow 30T for 

suspension pole @ 

T263 



 

 RIT-T PACR – Tranche 1 Rectification Low Spans Priority 

Sites 21 
 

PUBLIC 

Line 

Section 

Voltage 

/ Circuit 

Proposed Rectification Works Remarks 

between T261 and P263A. Install balance strain 

plate on exiting tower T261 to allow stringing new 

span of OPGW between T261 and P263A. 

HWPS-

ROTS T335 

to T338  

220kV / 

Double 

Circuit 

1. Supply and install new 37m suspension steel pole 

offset from the existing tower T335 towards T336. 

Assume new foundation is 2.4m bored pile with 

8m depth. 

• New 6 nos. suspension insulator sets, 2 OHEW 

sets 

2. Balance the tensions by un-clamp and re-clamp 

the suspension clamps on adjacent existing 

suspension towers. 

o Original tension 

section T331-T338 

o Two non-priority 1 

spans: T336-T338 

o Allow 25T for 

suspension pole @ 

T335 

ERTS-CBTS 

T001 to 

T002 

220kV / 

Double 

Circuit 

(Twin) 

1. Supply and Install 1x floating strain(All Phases) 

@T002 replacing existing suspension insulator. 

2.  Re-tension (all phases) T001 to T002. 

o Original tension 

section T001-T006 

o Total of 6 floating 

strain sets (12 

strain insulator) 

required 
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Appendix B – Satisfaction of the 

RIT-T requirements 
This appendix demonstrates that this PACR satisfies the requirements of clause 5.16.4(v) of the NER version 243. 

Table 10: Compliance with the RIT-T requirements 

NER clause Requirement Section(s) in this PACR 

5.16.4(v) The project assessment conclusions report must set out: - 

(1) the matters detailed in the project assessment draft report as required 

under paragraph (k); and 

See below 

(2) a summary of, and the RIT-T proponent's response to, submissions 

received, if any, from interested parties sought under paragraph (q) 

Not applicable as 

AusNet benefits from 

an exemption from the 

publication of the 

Project Assessment 

Draft Report. 

5.16.4(k) The project assessment draft report must include: - 

(1) a description of each credible option assessed; Section 4 

(2) a summary of, and commentary on, the submissions to the project 

specification consultation report; 

No submissions were 

received 

(3) a quantification of the costs, including a breakdown of operating 

and capital expenditure, and classes of material market benefit for 

each credible option; 

Sections 4 and 5.2 

(4) a detailed description of the methodologies used in quantifying each 

class of material market benefit and cost; 

Sections 5.2  

(5) reasons why the RIT-T proponent has determined that a class or 

classes of market benefit are not material; 

Section 5.2 

(6) the identification of any class of market benefit estimated to arise 

outside the region of the Transmission Network Service 

Provider affected by the RIT-T project, and quantification of the value 

of such market benefits (in aggregate across all regions); 

Not applicable 

(7) the results of a net present value analysis of each credible option and 

accompanying explanatory statements regarding the results; 

Section 6 

(8) the identification of the proposed preferred option; Sections 6.4 and 7 

(9) for the proposed preferred option identified under subparagraph (8), 

the RIT-T proponent must provide: 

- 

(i) details of the technical characteristics; Appendix A 
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NER clause Requirement Section(s) in this PACR 

(ii) the estimated construction timetable and commissioning date; Sections 4.3, 6.4 and 7 

(iii) if the proposed preferred option is likely to have a material inter-

network impact and if the Transmission Network Service 

Provider affected by the RIT-T project has received 

an augmentation technical report, that report; and 

Section 4.5 

(iv) a statement and the accompanying detailed analysis that 

the preferred option satisfies the regulatory investment test for 

transmission; and 

Section 7 

(10) if each of the following apply to the RIT-T project: 

(i) the estimated capital cost of the proposed preferred option is 

greater than $100 million (as varied in accordance with a cost 

threshold determination); and 

(ii) AEMO is not the sole RIT-T proponent, 

the RIT reopening triggers applying to the RIT-T project. 

Not applicable 
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