AUSNet Non-Network Solution Proposal Form

This Expression of Interest (EOI) seeks to gather information on proposed demand management solutions
that provide network support to address capacity constraint during network peak demand periods.

AusNet is open to exploring a wide range of non-network solutions, including load curtailment, generation
export, and other flexible arrangements. Solutions can vary in scale, from large to small, starting from 200kW,
per site or in aggregate.

All submissions should be sent to GridEvolution@ausnetservices.com.au by COB 31 March 2026.

AusNet Contact

Name of contact Business unit

Grid Evolution

Email

GridEvolution@ausnetservices.com.au

1. Respondent Information

Trading name Registered name
Australian Company Number (ACN) Australian Business Number (ABN)
Address of registered office Incorporated in Victoria

Yes No

Primary contact:

Name of contact Position title
Email
Telephone number Mobile number

Secondary contact:

Name of contact Position title

Email

Telephone number Mobile number


mailto:GridEvolution%40ausnetservices.com.au?subject=

2. Proposal Overview

Scope of services/products

In 200 words or less, provide a brief summary of the services/products that will be delivered.

Methodology

In 200 words or less, provide details of the methodology that is proposed to deliver the intended service/products.
This includes resources, tools and systems, and timelines.

Project team within your organisation

Provide details of relevant members/business units in your organisation that will be involved in the delivery of
services/products. This includes their roles and responsibilities during the project delivery and over the contract period.



3. Solution Details

Target feeder for this proposal

Type of proposed technology

Load curtailment
Generation export (including on-site generator and battery storage system)

Other flexible services
(such as power factor correction, air conditioning/ hot water load control,
energy efficiency improvement, etc). Please specify:

Dispatchable capacity (MW)
Dispatchable energy (MWh)

Location/address (the optimal location for network support is on the “feeder backbone” areas)

Number of connection points, connection voltage and NMils if applicable
Period of notice required to enable dispatch of the solution (hours)

Proposed timings for activities commencement, connection and commissioning

Customers(s) to be engaged if the solution is behind-the-meter

Additional supporting documents (attach to email, if applicable):

+ General layout
+ Single line diagram
» Others, such as
— Land agreement
— Planning requirements
— Customer and community engagement plans




	3: GridEvolution@ausnetservices.com.au
	1: 
	2: Grid Evolution
	4: 
	5: 
	6: 
	7: 
	8: 
	9: Off
	10: 
	11: 
	12: 
	13: 
	14: 
	15: 
	16: 
	17: 
	18: 
	19: 
	20: 
	21: 
	22: 
	23: 
	28: 
	29: 
	30: 
	31: 
	32: 
	33: 
	34: 
	24: Off
	25: Off
	26: Off
	27: 


